BERRY 5 ALLOC

TECHNICAL DATASHEET - ORIGINAL

1. PRODUCT DESCRIPTION

1207 x 198 x 9+ 2mm
8 boards in each pack = 1,9119 m? [weight: 16,7 kg)

1.1 Dimensions
1.2 Packing

1.2 Build up
- surface layer

High pressure decorative laminate, HPL.

Paper impregnated with melamine & phenol resins.

- substrate

TSCA Title VI compliant,

- backing

- underlay material
1.4 Edge sealing
1.5 Installation

High Density Fibreboard, HDF WaterResist {moisture resistant).

Spantex — engineered balancing foil.
BerryAlloc SilentSystem, attached to the reversed side of the board.

Impregnated edges.
Glue-less aluminium locking system (HighTech Log),

installed floating according o the installation instructions.

1.6 Classification

2. GENERAL REQUIREMENTS

According to EN 685

- Glass 23: Heavy residential use
- Class 34: Very heavy commercial use

Characteristics Test standard Units Requirements Typical values
2.1 Thickness of the element, 1 EN 13329 mm Ataversge = 0,50 < 0,20
{incl. pre-attached underlay) trmzs - tmin < 0,80 = 0,50
2.2 Length of the surface layer, | EMN 13329 mm Al<05 = 0,20
2.3 Wigth of the surface layer, w EN 13329 mm AWaveage < 0,10 < 0,05
Wmax - Wrmin < 0,20 < 0,10
2.4 Sguareness of the element, g EMN 13329 mm Gma < 0,20 < 0,10
2.5 Straighiness of the surtace EN 13329 mm/m Smar < 0,30 = 0,20
layer, s
2.6 Flatness of the element EN 13329 %% fwroncave = 0,15 =0,10
width 1. and length 1, oo D20 <015
fl-concave = n.ﬁﬂ = EI,EI'!
Tlcpmux = 1,[]':: < U,ED
2.7 Openings between elements, o EM 13329 mm Oaverzgs =< 0,15 < 0,10
Omex - Dmmiﬂ.EU <015
2.8 Height ditterence between EM 13329 mm haversps < 0,10 < 0,10
elememnts, h himes - hmlniﬂ,15 = 015
2.9 Dimensicnal variations after EN 13329 mm Blaverage < 0,8 = 0,50
changes in relative humidity DOWaverags < 0.9 < 0,50
2.10 Light fastness EM 20105-A01 Grade scale |Grey scale t=d =4
EN IS0 105-A02 |Grade scale |Blue wool scale: >6 |>6
2.11 Static indentation EM 433 No vigible change Mo visible
change
2.12 Surface soundness EMN 13328 N/mm? 21,50 =180
Drefinitions: Afzverzge = Hnoming - taverags| Blaverags = dimensional variations, |
AWaveresge= [Wnominal - Wauersgal 5Wauaraga= dimensional variations, w Al = ||n|:|mlnzl = |ma93urad|
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3. CLASSIFICATION REQUIREMENTS

Characteristics Test standard | Units Requirements Typical values
3.1 Abrasion resistance EN 13329 Revolutions |AC 6: IP = 8.500 IP = 8.500
3.2 Impact resistance EN 13329 mim = 1600 = 2000
N =20 =25
3.3 Resistance to staining EN 438.2.26 Rating ¥ Group1,2&3: 5 5
3.4 Resistance to cigarette bums EN 438.2.30 Rating " 5 B
3.5 Eftect of a furniture leg EMN 424 Mo visible damage Mo visible
when tested with foot damange
type O
3.6 Eftect of a caster chair EN 425 No damage or visible No damage or
change in appearance |visible change
at 25.000 rev. with hard |in appearance
wheels (type H)
3.7 Thickness swelling EM 13326 % =8 <7
3.8 Locking strength, short side 180 24334 kN/m oz Mo = 3,5 foz=4.0
1 mas =2 15,E|
1.9 Dimensional variations and 1S0 243359 & Ohw average, Diavarage< 0,15 |< 0,10
stability after exposure to humid % 0,20 £ Cavenge 5 0,25 | ABS. 0,20
and dry climate conditions e Jumes, Jsmax £ 0,15 =005
mm hi. max, hs |r|axén.15 é ﬂ,“]

I = Rating scale from 1 to 5, whera 5 is the best rating ="

4. OTHER TECHNICAL DATA

Mo visible change®.

Characteristics Test standard | Units Requiremenis Typical values
4.1 Formalgehyde emission EN 7171 mg.m? El: <0124 E1:<0,03
4.2 VOG ENWV 134192 |pg/m?h < 10 (672 h)}
4.3 Resistance to scratching  |EN 438.2.25 Rating ! 23
4.4 Reaction 1o fire EN 13501-1 Class By — &1
4.5 Themnal resistance DIN 52612-3 me KW 0
4.6 Step sound reduction 150 717-2 dB - 219
4.7 Humigity EN 322 % 4-10+1,52 60+102
4.8 Slip resistance EN 13833 H = 0,30 = 0,50: Blip resistant
(DS)
4.9 Siatic electrical propensity |EN 1815 kW = 2,0 = .0
Class - Antistatic
"' = Rating scale from 1 to 5, where 5is the best rating = "Mo visible change’.
£ = Max. tolerance within one shipment. c €
15
Alloc A%, Flooveien 26
L M-4380 Lyngdal, Morway
Certificates: & S DOP: 110-0AM1%-1
The product has emission class M1 1or building material. M1 En 14041
., & Notifisd Pody: (5466

Sustainahbility of forests: PEFC/03-31-8%
Environmental: EFD-BAC-201501 79-CBA1-EN

Declaration Of Performance (DOP): 110-0R3415-1

Warraniy:

Resigential use: Litetime, Commercial use: 10 years.
For detailed conditions kindly visit www berrvalloc com.
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Laminate floor covering
Internal use

Reattion tofire: Bl-=1
Content of Pentachlerophenol: DL
Formaldehyd emissions: E1
Slig resistance; CS
Electrical behawor (kW) L2 - L3
Thenmal conductivity {wmk], 0,12
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